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§ 254.44 Calculating response equip-
ment effective daily recovery capac-
ities.

(a) You are required by § 254.26(d)(1)
to calculate the effective daily recov-
ery capacity of the response equipment
identified in your response plan that
you would use to contain and recover
your worst case discharge. You must
calculate the effective daily recovery
capacity of the equipment by multiply-
ing the manufacturer’s rated through-
put capacity over a 24-hour period by 20
percent. This 20 percent efficiency fac-
tor takes into account the limitations
of the recovery operations due to avail-
able daylight, sea state, temperature,
viscosity, and emulsification of the oil
being recovered. You must use this cal-
culated rate to determine if you have
sufficient recovery capacity to respond
to your worst case discharge scenario.

(b) If you want to use a different effi-
ciency factor for specific oil recovery
devices, you must submit evidence to
substantiate that efficiency factor.
Adequate evidence includes verified
performance data measured during ac-
tual spills or test data gathered accord-
ing to the provisions of § 254.45 (b) and
(c).

§ 254.45 Verifying the capabilities of
your response equipment.

(a) The Regional Supervisor may re-
quire performance testing of any spill-
response equipment listed in your re-
sponse plan to verify its capabilities if
the equipment:

(1) Has been modified;
(2) Has been damaged and repaired; or
(3) Has a claimed effective daily re-

covery capacity that is inconsistent
with data otherwise available to MMS.

(b) You must conduct any required
performance testing of booms in ac-
cordance with MMS-approved test cri-
teria. You may use the document ‘‘Test
Protocol for the Evaluation of Oil-Spill
Containment Booms,’’ available from
MMS, for guidance. Performance test-
ing of skimmers also must be con-
ducted in accordance with MMS ap-
proved test criteria. You may use the
document ‘‘Suggested Test Protocol for
the Evaluation of Oil Spill Skimmers
for the OCS,’’ available from MMS, for
guidance.

(c) You are responsible for any re-
quired testing of equipment perform-
ance and for the accuracy of the infor-
mation submitted.

§ 254.46 Whom do I notify if an oil spill
occurs?

(a) You must immediately notify the
National Response Center (1–800–424–
8802) if you observe:

(1) An oil spill from your facility;
(2) An oil spill from another offshore

facility; or
(3) An offshore spill of unknown ori-

gin.
(b) In the event of a spill of 1 barrel

or more from your facility, you must
orally notify the Regional Supervisor
without delay. You also must report
spills from your facility of unknown
size but thought to be 1 barrel or more.

(1) If a spill from your facility not
originally reported to the Regional Su-
pervisor is subsequently found to be 1
barrel or more, you must then report it
without delay.

(2) You must file a written followup
report for any spill from your facility
of 1 barrel or more. The Regional Su-
pervisor must receive this confirma-
tion within 15 days after the spillage
has been stopped. All reports must in-
clude the cause, location, volume, and
remedial action taken. Reports of
spills of more than 50 barrels must in-
clude information on the sea state, me-
teorological conditions, and the size
and appearance of the slick. The Re-
gional Supervisor may require addi-
tional information if it is determined
that an analysis of the response is nec-
essary.

(c) If you observe a spill resulting
from operations at another offshore fa-
cility, you must immediately notify
the responsible party and the Regional
Supervisor.

§ 254.47 Determining the volume of oil
of your worst case discharge sce-
nario.

You must calculate the volume of oil
of your worst case discharge scenario
as follows:

(a) For an oil production platform fa-
cility, the size of your worst case dis-
charge scenario is the sum of the fol-
lowing:
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